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When you read wiring diagrams: BT

e Read Gl section, “HOW TO READ WIRING DIAGRAMS”.

e See EL section, “POWER SUPPLY ROUTING” for power distribution circuit.
When you perform trouble diagnoses, read Gl section, “HOW TO FOLLOW FLOW CHART H
IN TROUBLE DIAGNOSIS” and “"HOW TO PERFORM EFFICIENT DIAGNOSIS FOR AN

ELECTRICAL INCIDENT”.
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PRECAUTION

Supplemental Restraint System (SRS) “AIR
BAG” and “SEAT BELT PRE-TENSIONER”

The Supplemental Restraint System "Air Bag” and “Seat Belt Pre-tensioner’” help to reduce the risk or

severity of injury to the driver and front passenger in a frontal collision. The Supplemental Restraint

System consists of air bags (located in the center of the steering wheel and on the instrument panel on

the passenger side}, seat belt pre-tensioners, sensors, a diagnosis unit, warning lamp, wiring harness

and spiral cable.

WARNING:

e To avoid rendering the SRS inoperative, which could lead to personal injury or death in the event
of a severe frontal collision, all maintenance must be performed by an authorized INFINITI dealer.

¢ Improper maintenance, including incorrect removal and insiallation of the SRS, can lead to personal
injury caused by unintentional activation of the sysiem.

® Do not use electrical test equipment on any circuit related to the SRS unless instructed to in this
Service Manual. SRS wiring harnesses are covered with yellow insulation either just before the
harness connectors or for the complete harness, for easy identification.

RS-2
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SEAT BELTS

CAUTION:
¢ Before removing the seat belt assembly, turn the ignition switch off, disconnect both battery cables

and wait for at least 10 minutes.
Do not disassemble buckle or seat belt assembly.

&d
2o

)
e Replace anchor bolts it they are deformed or worn out. (34
¢ Never oil tongue and buckle.
e |t any component of seat belt assembly is questionable, do not repair. Replace the whole seat belt
assembly. EM
e If webbing is cut, frayed, or damaged, replace seat belt assembly.
e When replacing seat belt assembly, use a genuine seal belt assembly.
& After any coliision, inspect all seat beit assemblies, including retractors and other attached hard- Le
wares (i.e., guide rail set).
. .
Front Seat Belt o
M Remove front seat. Refer to “SEAT” in BT section for details.
@) Remove center pillar lower and upper garnishes. Refer to “"INTERIOR TRIM" in BT section for details. FE
@ Remove floor anchor holt cover, then remove floor anchor bolt.
@ Remove shouider anchor nut. X
® Disconnect seat belt pre-tensioner connector. &,

® Remove second sash guide. _
@ Remove the screw securing seat belt pre-tensioner retractor, then remove seat belt and seat belt T

pre-tensioner retractor.
® Remove bolts securing seat belt adjuster, then remove seat belt adjuster.

SEC. 769+868 T

RA

)13}

N

BT

&

[@ 43 - 55 (4.4 - 5.8, 32 - 41)
{3 : Nem tkg-m, ft-lb) SR509
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SEAT BELTS

Rear Seat Belt

1) Remove rear seat. Refer to “SEAT" in BT section for details.
@) Remove rear parcel shelf finisher. Refer to “INTERIOR TRIM'' in BT section for details.

@ Remove each anchor bolt.

@ Remove the bolt securing rear seat belt retractor, then remove seat belt retractor.

SEC. 869

—

-

Front

\§2)

(O] a3 - 55 —
(4.4 - 5.6, 32 - 41)

Anchor bolt

[ a3 - 55
(4.4 - 5.6, 32 - 41)

.43 -
(4.4 - 5.6, 32 - 41)

[Q] : Nem (kg-m, ft-Ib)

RS-4

SRS100
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SUPPLEMENTAL RESTRAINT SYSTEM (SRS)

Precautions for SRS “Air Bag” and *‘Seat Belt
Pre-tensioner’” Service

e Do not use a circuit tester to check SRS circuits.

e Before servicing the SRS, turn ignition switch “OFF", disconnect both battery cables and wait at least
10 minutes.
For approximately 10 minutes after the cables are removed, it is still possible for the air bag to inflate.
Therefore, do not work on any air bag system connectors or wires until at least 10 minutes have
passed.

® SRS sensors must always be installed with their arrow marks ** (::l facing the front of the vehicle
for proper operation. Also check sensors for cracks, deformities or rust before installation and

replace as required.
e The spiral cable must be aligned with the neutral position since its rotations are limited. Do not

attempt to turn steering wheel or column after removal of steering gear.

e Handle air bag module carefully. Always place it with the pad side facing upward.

e Do not use old bolts after removing any SRS parts; replace with new ones. Conduct self-diagnosis
to check entire SRS for proper function.

¢ |If front of vehicle is damaged in a collision, always check the crash zone sensor and the wiring har-

ness.
e After air bag inflates, the front instrument panel assembly should be replaced.

e When laying aside a single pre-tensioner (belt assembly), make sure cylinder tip does not point

towards a person. Always place pre-tensioner in & box if possible. (If pre-tensioner should go off
accidentally, rubber cap will jump out of cylinder tip, blowing out high temperature gas.)

Special Service Tools

The actual shapes of Kent-Mogre tools may difler from those of special service tools illusirated here.

Tool number
{Kent-Moore No.} Description
Tool name
KV99107250
(J38381-KIT)

Air bag deployment kit

KVv98106400
{J3B381)
Deployment tool

KV0010655h
(J38381-30)
Deployment tool

Disposing of air bag moduie

adapters

For passenger

alr bag module
Kv99105300 Anchor the passeriger air bag module
(J41246)

Passenger air bag brackst

NT354

Use for special bolts

[TAMPER RESISTANT TORX (Size T50)]
a: 3.5 (0.133) dia.

b: 8.5 - 8.6 {0.335 - 0.339) dia.

c: approx. 10 {0.39} sq.

HT61961000 and
HT62152000 combined
(J38219)

*Special torx bil

NT361 Unit: mm {in)

*. Special tool or commercial equivalent

Gl

WA

=
&3

5T
©

i)
s

&7
s

LK)

AT

HE
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SUPPLEMENTAL RESTRAINT SYSTEM (SRS)

Description

Air bag inflation can only take place under the following conditions:

¢ Ignition switch is in “ON" or “START" position, and
e Safing sensor and any other SRS sensors (tunnel or front crash zone) are activated at the same time.

Front crash zone

Tunnei sensor

Safing sensor

Air bag signal

Igniti
gnition sensor
ON ON ON ON
ON ON ON ON
Front crash zone sensor
Ignition
switch
— Safing sens i —e {
ON or g Sensor Air bag module
START
Tunnel sensor — L
SBF331G

Self-diagnosis

The diagnosis unit diagnoses the SRS circuit. When the ignition key is in “ON™ or “START" positions,
the “AlIR BAG" warning lamp wiil illuminate. The lamp will turn off in about 7 seconds. This means that

the system is operational.

RS-6
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SUPPLEMENTAL RESTRAINT SYSTEM (SRS)

SRS Component Parts Location

SEC. 251+253-484-680-868

Air bag moduls

Spital cable

Crash zone
sSensor

Diagnosis unit
retractor

Driver's side door switch J
Tunne! sensor and
safing sensor

Seat belt pre-tensioner

14

et

= i
FA,

SR3101

RS-7
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SUPPLEMENTAL RESTRAINT SYSTEM (SRS)

SBF924G

Maintenance ltems

1.

2. Visually check SRS components

(1) Sensors

o Check sensors to ensure the arrow marks face the frant of
the vehicle.

e Check body and sensor brackets for deformities or rust.

e Check sensor case for dents, cracks, deformities or rust.

e Check sensor harness for binds, connector for damage,
and terminais for deformities.

{(2) Diagnosis unit — Airbag

e Check case and bracket for dents, cracks or deformities.

¢ Check connectors for damage, and terminals for deformi-
ties.

(3) Air bag module and sieering whee]|

e Remove air bag module from steering wheel or instrument
panel. Check harness cover and connectors for damage,
terminals for deformities, and harness for binding. '

o Install driver side air bag module to steering wheel to
check fit or alignment with the wheel.

e Check steering wheel for excessive free play.

o [nstall passenger side air bag module to instrument panel
to check fit or alignment with the instrument panel.

{4) Spiral cable

e Check spiral cable for dents, cracks, or deformities.

e Check connectors and protective tape for damage.

o Check steering wheel for noise, binding or heavy operation.

{(5) Main harness and air bag harness

e Check connectors for poor connections, damage, and ter-
minals for deformities.

e Check harnesses for binding, chafing or cut.

CAUTION:

Check “AIR BAG" warning lamp

After turning ignition key to “ON” or “START'" position,
“AIR BAG"” warning lamp illuminates. The “AIR BAG"
warning lamp will go out after about 7 seconds, if no mal-
function is detected.

When a warning lamp flashes, check and correct cause of
the problem.

i “AIR BAG” warning lamp does not illuminate, refer to
RS-27 and 30 for details.

Replace previously used screws with new ones.

(6)

Seat belt pre-tensioner

Check harness cover and connectors for damage, termi-
nals for deformities, and harness for binding.

Check belts for damage and anchors for loose mounting.
Check retractor for smooth operation.

Perform self-diagnosis for seat belt pre-tensioner using
seat belt warning lamp or CONSULT. Refer to ‘“‘Sel-
diagnosis’ for details. (RS-24)

RS-8
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SUPPLEMENTAL RESTRAINT SYSTEM (SRS)

Removal and Installation — Diagnosis Unit,
Sensors and Seat Belt Pre-tensioner &l

CAUTION:
e Before servicing SRS, turn the ignition switch off, disconnect both battery cables and wait at least Wi
10 minutes. -
e Replace diagnosis unit if it has been dropped or sustained an impact.
¢ Do not attempt 1o disassemble seat belt pre-tensioner. =
o Do not drop or impact seal belt pre-tensioner. If any portion is damaged, replace the seat beit pre-
tensioner.
e Do not expose seat belt pre-tensioner to temperatures exceeding 80°C (176°F). LE
e Whenever seat belts (equipped with pre-tensioner) are moved, ensure that cylinder faces down. Do
not hold cylinder.
e The special bolis are coated with bonding agent. Do not use old bolts after removal; replace with EC
new ones.
e Check all sensors for proper installation. _
e Check all sensors to ensure they are free of deformities, dents, cracks or rust. If ihey show any vis- FE
ible signs of damage, replace them with new ones.
e Check sensor brackeis to ensure they are free of deformities or rust. ol
SEC. 253 (crash zone sensor SEC. 253 pjagnosis unit
Special bolt 64 7
{[?] 15 - 285 (ts - 2.5 11 - 18) T
S S Front
A AT
Special bolt
< & [tgj 15 - 25 Q = A
' ‘\L (1.5 - 2.5,
1 11 - 18)
Front Forward mark A
[2 Front crash zZone sensor Diagnosis unit
T \ Special bolt@ BE
SEC. 253 SEC. 868 [0)15 - 25 (1.5 - 2.5, 11 - 18)
Tunnel sensor and safing sensor Seat belt pre-tensioner
g7

Forward mark

Tunnel sensor and
safing sensor

Special bolt@
[C} 15 - 25 (1.5 - 25, 11 - 18)

[ : N-m tkg-m, ft-Ib)

Seat belt pre-tensioner

Screw
_ o 8T
I‘:.__. -"T‘—
annector A
Anchor bolt EL
[0143 -55(44 -56, 32 - 41)
DX

MBFO70BB

RS-9 836



SUPPLEMENTAL RESTRAINT SYSTEM (SRS)

Removal — Air Bag Module and Spiral Cable

SEC. 253+484

Spiral cable

Special bolt €29 Side lid RH
[O) 15 - 25 (1.5 - 2.5, 11 - 13)\ ;

./@

Air bag module

[ 29 - 39 (3.0 - 4.0, 22 - 29)

SBF811E

Speciat bolt

SBF812E

SBF813E

Lower lid
Special bolt 63 3 PJ
: Nem (kg-m, ft-1b)
0] 15 - 25
(1.5 - 2.5, 11 - 18) SRS118
CAUTION:

# Before servicing SRS, turn the ignilion switch off, discon-
nect both battery cables and wait at least 10 minutes.

e Always service the air bag module from the side.

1. Remove lower lid from steering wheel, and disconnect air
bag module connector.

2. Remove side lid. Using the TAMPER RESISTANT TORX
(Size T50), remove left and right special bolts. Air bag mod-
ute can then be removed.

CAUTION:

e Always place air bag module with pad side facing upward.

e Do not attempt to disassemble air bag module.

¢ The special bolts are coated with bonding agent. Do not
use old bolts after removal; replace with new ones.

e Do nolinsert any foreign objects {screwdriver, etc.) into the
air bag module connector.

RS-10
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SUPPLEMENTAL RESTRAINT SYSTEM (SRS)

Air bag
module

SBF814E

SBF239F,

MBF0718B

SEC. 680 Passenger air bag module —

———
o —

Instrument pane!

Steering member MBFDE1BA

sty

Screw (3)
i

[C] 15 - 25 Nem
(£.5 - 2.5 kg-m,:
—11 - 18 ft-Ib)—

i}up

MBF0728

Removal — Air Bag Module and Spiral Cable

(Cont’d)
e Do not drop or impact air bag module. If any portion is Gl
deformed or cracked, replace the module.
¢ Do not expose the air bag module to temperatures exceed-
ing 90°C (194°F). : WA
e Do not allow oil, grease or water to come in contact with
the air bag module. 5
LG
3. Set steering wheel in the neutral position.
4. Disconnect horn connector and remove nuts. EC
5. Using steering wheel puller, remove steering wheel. Be
careful not to over-tighten puller bolt on steering wheel.
CAUTION: FE
¢ Do not tap or bump the steering wheel.
6. Remove steering column cover.
7. Disconnect connectors and remove the four screws. The CL
spiral cable can then be removed.
CAUTION:
¢ Do not attempt fo disassemble spiral cable. T
e Do not apply lubricant to the spiral cable.
Removal — Front Passenger Air Bag Module AT
CAUTION: .
e Before servicing SRS, turn the ignition swiich off, discon- _
nect both battery cables and wait at least 10 minutes. FA
e Always work from the side of or under air bag module.
1. Remove lid glove box (connector lid}). RA
2. Remove connector bracket from lid glove box (connector
lid) and inflator connector from air bag harness on body
side. BE
3. Remove cluster lid C. 8T
4, Remove audio system paris.
5. Remove lower side of instrument panel (including glove
box and lid).
6. Remove two special bolts {one on each side of front pas-
senger air bag module). Then, remove four screws secur- 87
ing air bag module to instrument panel. Last of all remove ° d
air bag module.
HA
CAUTION: &
# Always place air bag module with pad side facing upward.
¢ Do not attempt o disassemble air bag module. ID¥
® The special bolts are coated with bonding agent. Do not

use old bolts after removal; replace with new ones.

RS-11 838



SUPPLEMENTAL RESTRAINT SYSTEM (SRS)
Removal — Front Passenger Air Bag Module

(Cont'd)

e Do not drop or impact air bag module. If any portion is
deformed or cracked, replace the module.

e Do not expose the air bag module to temperatures exceed-
ing 90°C (194°F).

¢ Do not allow oil, grease or water to come in contact with
the air bag module.

Installation — Air Bag Module and Spiral Cable

e Always work from the side of air bag module.

1. Set the front wheels in the straight-ahead position.

2. Turn spiral cable clockwise until it catches stopper. Then,
back spiral cable off approximately two turns until yeilow
alignment mark appears on left gear. Align arrow mark
“&" of spiral cable with this yellow mark.

3. Connect spiral cable connector and tighten with screws.
Install steering column cover.

Alignment mark

SBFB17EA

4, Install steering wheel setting spiral cable pin guides, and
pull spiral cable through.

5. GConnect horn connector and engage spiral cable with
pawls in steering wheel. Move air bag module connector
away from steering wheel lower lid opening.

6. Tighten nut.

[3): 29 - 39 N'm (3.0 - 4.0 kg-m, 22 - 29 ft-Ib)
SBF818E

Position air bag module and tighten with new special bolis.

Connect air bag module connector.

Install all lids.

0. Conduct self-diagnosis to ensure entire SRS operates prop-
erly. (Use CONSULT or warning lamp check.)
Before performing self-diagnosis, connect both battery
cables.

11. Turn steering wheel to the left end and then to the right end

= © o~

4

[?5810;3[ ‘;g",f_:,,",’ fully to make sure that spiral cable is set in the neutral
(1.5 - 2.5 kg-m, position.
1 - 18 ft-ib) SBFB12EA

RS-12 839



SUPPLEMENTAL RESTRAINT SYSTEM (SRS)

Front passenger air bag module

MBFO71B,

Installation — Air Bag Module and Spiral Cable
(Cont’d)
If air bag warning lamp blinks or stays ON (at the user @]
mode), it shows the spiral cable may be snapped due to its
improper position. Perform self-diagnosis again (use CON-
SULT or warning lamp). If a malfunction is detected, WM#
replace the spiral cable with a new one,

ER
LC
Installation — Front Passenger Air Bag Module -
e Always work from the side of or under air bag module. =
1. Install air bag module to steering member and instrument
panel. EE
CAUTION:
Make sure harness is nol caught between rear of air bag mod-
ule and steering member. CL
2. Install lower side of instrument panel {including glove box
and lid). W
3. Install connector to connector bracket. AT
4. Secure connector bracket to lid glove box {connector lid),
then glove box lid to glove box.
i
R
8T

RS-13 840



SUPPLEMENTAL RESTRAINT SYSTEM (SRS)

s 0 e

Disposal of Air Bag Module and Seat Belt Pre-
tensioner

Before disposing of air bag module and seat belt pre-tensioner, or vehicles equipped with such
systems, depioy the systems. If such systems have already been deployed due to an accident, dis-
pose of as indicated in “DISPOSING OF AIR BAG MODULE AND SEAT BELT PRE-TENSIONER"™ (RS-
18).

When deploying the air bag module and seat belt pre-tensioner, always use the Special Service Tool;
Deployment tool KV83106400 (Kent-Moore No. J38381).

When deploying the air bag module and seat belt pre-tensioner, stand at least 5 m (16 ft) away from
the deployment component.

Due to heat, leave air bag module unattended for more than 30 minutes after deployment. Also leave
seat belt pre-tensioner unattended for more than 10 minutes after deployment.

Be sure to wear gloves when handling a deploved air bag module and seat belt pre-tensioner.
Never apply water to a deployed air bag module and seat belt pre-tensioner.

Wash your hands clean after finishing work.

Do not dispose of the air bag medule un-deployed.

CHECKING DEPLOYMENT TOOL

Connecting to battery

Deployment tool e Place the vehicle outdeors with an open space of at least 6

[KV99106400 m (20 ft) on all sides.
(J38381)] e Use a voltmeter to make sure the vehicle battery is fully

charged.
@ CAUTION:
The battery must show voltage of 9.6V or more.

Remove the battery from the vehicle and place it on dry wood
biocks approximately 5 m (16 ft) away from the vehicle.
e Wait 10 to 12 minutes after the vehicle battery is discon-

SR5019

nected before proceeding.
e Connect red clip of deployment tool to battery positive ter-
minal and black clip to negative terminal.
Make sure the polarily is correct. The right side famp in the
tool, marked “deployment tool power”, should glow with a
green light. If the right side lamp glows red, reverse the con-
nections to the battery.

RS-14
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SUPPLEMENTAL RESTRAINT SYSTEM (SRS)

SBF266H

6 - 8 (0.24 - 0.31)

1
I~
5

oy

96 - 100 (3.54 - 3.94)
Nut Bolt

Unit: mm (in) SBF2682H

SBF267H

Air bag module
connector

Deployment too!
[Kv29106400
(J38381)]

SBF268HC

Disposal of Air Bag Module and Seat Beit
Pre-tensioner (Cont’d)

Deployment tool check Gl

Press the deployment tool switch to the “ON" position. The {eft
side lamp in the tool, marked *‘air bag connector voltage”

. . . . . f:::.\
should illuminate. If it does not illuminate, replace the tool. i
Air bag deployment tool lamp illumination chart (Battery =i
connected)
Right side i ,
Left side lamp, green* 'g gi’;;*amp LG
itch ti “AlR BAG NNEC-
Switch operaticn co ”C “DEPLOYMENT TOOL
TOR VOLTAGE "
POWER EG
OFF OFF ON
ON ON ON B
*: 1f this lamp glows red, the tooel is connected to the baftery incorrectly.
Reverse the connections and make sure the lamp glows green,
CL
T

DEPLOYMENT PROCEDURES FOR AIR BAG MODULE AT
AND SEAT BELT PRE-TENSIONER (OUTSIDE OF '
VEHICLE)

Deploying air bag module and seat belt pre-tensioner while
mounted in vehicle may damage the vehicle. Deploy air bag
module and seat belt pre-tensioner as a unit except when dis- R#
posing of vehicle.

Anchor air bag module and seat belt pre-tensioner in a vise
secured to a firm foundation during deployment.

Deployment of driver’s air bag module (outside of ST
vehicle) =

1. Prepare two sets of nuts and bolts {see figure at left}. These
bolts are required to secure driver’s air bag module to the

vise.
2. Install one set of nuts and bolts to each side of the air bag _
module. BT
CAUTION:
Make sure to install two bolts and nuls on each side. HA
Bl
3. Firmly place two nuts (secured to air bag module) in the
vise.
CAUTION: 1024
Ensure these two nuls are equally placed in the vise. Never
finish the installation with just one nut.
4. Connect deployment tool [SST: KV22106400 (J38381)] to air
bag module connector.
RS-15 842



SUPPLEMENTAL RESTRAINT SYSTEM (SRS)

Air bag module

Deptoyment tool
[KV29106400
(J38381))

SR5020

Passenger air bag

bracket

[KV991056300 -~
-~

(412480) MRS073A

Deployment tool

adapter

[KVE9108550

£J38381-30))
J ()

/Deploymeﬁt tool
[KVa9106400

(438381)] "j MRS04BAA

Air bag madule

SB8F2B9H

Firmly place pre-tensioner
and webbing in the vise.

SBF272H

Disposal of Air Bag Module and Seat Belt
Pre-tensioner (Cont’d)

5. Connect red clip of deployment tool to battery positive ter-
minal and black clip to negative terminal.

6. The lamp on the right side of the tool, marked “'deployment
tool power™, shouid glow green, not red.

7. Press the button on the deployment tool. The left side lamp

on the tool, marked “‘air bag connector voltage”, will illu-
minate and the air bag module will deploy.
CAUTION:

When depleying the air bag module, stand at least 5 m (16 ft)
away from the air bag module.

Deployment of passenger air bag module {outside of

vehicle)

1. Using wire, secure air bag module to passenger air bag
bracket [SST: KV99105300 (J41246)] at two places.

CAUTION:
Use wire of at least T mm (0.04 in) in diameter.

Firmly anchor passenger air bag bracket in a vise.

Connect deployment tool adapter [SST:KV99106550

(438381-30)] to deployment tool [SST: KV99106400 (J38381))

connector and connector on either side of air bag module.

4. Connect red clip of deployment tool to battery positive ter-
minal and black clip to negative terminal.

5. The lamp on the right side of the tool, marked ‘“'deployment
tool power’”’, should glow green, not red.

6. Press the button on the deployment tool. The left side tamp

wn

on the tool, marked "air bag connector voltage™, will illu-
minate and the air bag module will deploy.
CAUTION:

When deploying the air bag module, stand at least 5 m {16 ft}
away from the air bag module.
7. Activate the other inflator.

CAUTION:
Always activate one inflator at a time.

Deployment of seat belt pre-tensioner (outside of
vehicle) :
1. Firmly anchor seat beit pre-tensioner in a vise.

CAUTION:
Ensure bracket and webbing are placed in the vise.

RS-16



SUPPLEMENTAL RESTRAINT SYSTEM (SRS)

Deployment tool adapter
[KV991065S0 (J38381-30)]

Deployment tool
[KV99106400 (J38381)]

SBF273HC,

Deployment tool
! [KV99106400 (J38381))

SBFS11E

Deployment too!
[KVSS106400
(J38381)]

SRS022

Disposal of Air Bag Module and Seat Belt
Pre-tensioner (Cont’d)

2. Connect deployment tool adapter [SST:KV92106530
(J38381-30)] to deployment tool [SST: KV92106400 (J38381}]
connector and seat belt pre-tensioner connector.

3. Connect red clip of deployment tool to battery positive ter-
minal and black ¢lip to negative terminal.

4. The lamp on the right side of the tool, marked ''deployment
tool power”’, should glow green, not red.

5. Press the button on the deployment tool. The left side tamp
on the tool, marked ‘“seat belt pre-tensioner connector
voltage”, will illuminate and the seat belt pre-tensioner will
deploy.

CAUTION:

When deploying the seat belt pre-tensioner, stand at least 5 m

(16 ft) away from the seat belt pre-tensioner.

DEPLOYMENT OF AIR BAG MODULE AND SEAT BELT
PRE-TENSIONER WHILE MOUNTED IN VEHICLE

When disposing of a vehicle, deploy air bag modules and seat

belt pre-tensioners while they are mounted in vehicle.

CAUTION:

When deploying air bag module or seat belt pre-tensioner,

ensure vehicle is empty.

1. Disconnect both battery cables and wait 10 minutes.

2. Disconnect air bag modules and seat belt pre-tensioners
connector.

3. Connect deployment tool [SST: Kv99106400 (J38381}] to air
bag module or seat belt pre-lensioner.
For front passenger air bag module and seat belt pre-
tensioner, attach deployment tool adapters [SST:
KV99106550 (J38381-30)] to the tool connector.

4, Connect red clip of deployment tool to battery positive ter-
minal and black clip to negative terminal.

5. The lamp on the right side of the tool, marked “deployment
tool power’’, should glow green, not red.

6. Press the button on the deployment tool. The left side lamp
on the tool, marked “air bag connector voltage™, will illu-
minate and the air bag module or seat belt pre-tensioner

WA

El

=)

573

will deploy. EL
CAUTION:
Aclivate only one passenger air bag module inflator at a time. ,
(DX
RS-17 844



SUPPLEMENTAL RESTRAINT SYSTEM (SRS)

SBF276H

Disposal of Air Bag Module and Seat Belt
Pre-tensioner (Cont’'d)

DISPOSING OF AIR BAG MODULE AND SEAT BELT
PRE-TENSIONER

Deployed air bag modules and seat belt pre-tensioners are

- very hot. Before disposing of air bag module, and seat belt

pre-tensioner, wait at least 30 minutes. Seal them in a plastic
bag before disposal.

CAUTION:

e Never apply water to a deployed air bag module and seat
belt pre-tensioner.

¢ Be sure to wear gloves when handling a deployed air bag
module and seat belt pre-tensioner.

® No poisonous gas is produced upon air bag module
deployment. However, be careful not to inhale gas since it
irritates throat and can cause choking.

e Do not attempt 1o disassemble air bag module and seat belt
pre-tensioner.

e Air bag module and seat belt pre-tensioner cannot be
re-used.

¢ Wash your hands clean after finishing work.

RS-18
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TROUBLE DIAGNOSES — Supplemental Restraint System (SRS)

Schematic

CAUTION: Gl

e Do not use electrical test equipment on any circuit related fo the SRS unless instructed to in this
Service Manual. SRS wiring harnesses are covered with yellow insulation either just before the
harness connectors or for the complete harness, for easy identification.

o Do not altempt 1o repair, splice or modify the SRS “Air Bag"” wiring harness. if the harness is
damaged, replace it with a new one. £

e Keep ground portion clean. *
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TROUBLE DIAGNOSES — Supplemental Restraint System (SRS)

Wiring Diagram — SRS —

IGNITION SWITCH
BATTERY ON or START
10A .
/B 10A
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RS-SRS-01
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TROUBLE DIAGNOSES — Supplemental Resiraint System (SRS)

Wiring Diagram — SRS — (Cont’d)
RS-SRS-02
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TROUBLE DIAGNOSES — Supplemental Restraint System (SRS)

Wiring Diagram — SRS — (Cont'd)

RS-SRS-03

AlR BAG
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# : This connector is not shown "HARNESS LAYOUT" in EL section.
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TROUBLE DIAGNOSES — Supplemental Restraint System (SRS)
' Wiring Diagram — SRS — (Cont’'d)
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TROUBLE DIAGNOSES — Supplemental Restraint System (SRS)

Self-diagnosis

USING CONSULT

The self-diagnosis resulis can be read by CONSULT, as follows:

1. Connect "CONSULT" tc data link connector for CONSULT.
(Data link connector for CONSULT is located in the fuse
box.}

2. Turn ignition switch to "ON". {(When CONSULT is
connected, the “AIR BAG’' warning lamp will be turned to

present diagnosis mode.)

3. Touch "START"” to operate “CONSULT".

\ 4

4. Touch "AIRBAG" to choose air bag system.

5 Touch "SELF-DIAG RESULTS" to read self-diagnosis
results.

6. Problem codes are displayed on "SELF-DIAG RESULTS".

7. When “PRINT” is pressed, information displayed on

[y _seLecT SYSTEM ] “SELF-DIAG RESULTS” is printed out.
[ ENGINE | \ 4
8. After repairing malfunctioning parts, press "ERASE' to

L AIRBAG —I clear self-diagnosis results,
I ] ¢ If malfunctioning paris are not completely repaired, “AlR
| | BAG’’ warning lamp will blink every 0.5 seconds.
[ ] 9. Push Back Key of CONSULT until SELECT SYSTEM mode

SFeaer appears to make "SELF-DIAGNOSIS’ user mode.

10. Push the power off switch.

11. Turn off ignition switch, disconnect CONSULT.

12. Turn ignition switch to "“ON"".

e “AlR BAG” warning lamp should come on for about 7 sec-
ohds and then go off.
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TROUBLE DIAGNOSES — Supplemental Restraint Syétem (SRS)

Self-diagnosis results

Self-diagnosis (Cont’d)

&l
. . . Repair order
Diagnostic itam Explanation * Recheck SRS at each replacement.
NO SELF DIAGNOSTIC Normal. The SRS system is in good order. — WA
FAILURE INDICATED.
SAFING SENSOR # The circuit for the safing sensor is open, or | 1. Visually check the wiring harness B
[OPEN/UPR-VB-SHORT] e The wire from the diagnosis unit (terminal connections. =
No. 9) to the safing sensor is shorted to 2. Replace the safing sensor.
some power supply circuit. (safing sensor and tunnel sensor unit) L
SAFING SENSOR # Both the wires for the safing sensor are 2 gepllace I:e d'af-’“ﬁs's unit.
[SHORT/UPR-GND-SHORT] |  shorted, or - nieplace fhe main harness.
® The wire from the diagnosis unit {terminal EC
No. 9 to the safing sensor is shorted to
the ground.
AIRBAG MODULE The circuit for driver’s air bag module is 1. Visually check the wiring harness FE
[OPEN] open. {including the spiral cable) connections.
AIRBAG MODULE The circuit for driver's air bag module is ; Sepl’ace th" Sp,"a',cib'e' s oL
[VB-SHORT} shorted to some power supply circuit, - heplace driver s alr bag module. bt
. , . (Before disposing of it, it must be
{including the spiral cable)
deployed.)
AIRBAG MODULE The circuit for driver's air bag module is 4. Replace the diagnosis unit. i
[GND-SHORT] shorted to ground. (including the spiral 5. Replace the main harness.
cable)
AIRBAG MODULE The circuits for driver's air bag module are AT
[SHORT] shorted to each other.
ASSIST A/B MODULE 1 The circuit for front passenger air bag 1. Visually check the wiring harness =
[OPEN] module T is open. connections. A
ASSIST A/B MODULE 1 The circuit for front passenger air bag 2. H;;:‘Iacedf.ront passefnlg!;e.rt aw btas module.
{VB-SHORT] module 1 is shorted to some power supply Lez;:id |)5posmg ot 1t must be BA
ircuit. )
et 3. Replace the diagnosis unit.
ASSIST A/B MODULE 1 The circuit for front passenger air bag 4. Replace the main harness. R
[GNP-SHORT] module 1 is shorted to ground. =
ASSIST A/B MODULE 1 The circuits for front passenger alr bag
[SHORT] module 1 are shorted to each other. 8T

ASSIST A/B MODULE 2
[OPEN]

The circuit for front passenger air bag
module 2 is open.

ASSIST A/B MODULE 2
[VB-SHORT]

The circuit for front passenger air bag
module 2 is shorted to some power supply
circuit,

ASSIST A/B MODULE 2
[GND-SHORT]

The circuit for front passenger air bag
module 2 is shorted to ground.

ASSIST A/B MODULE 2
[SHORT]

The circuits for front passenger air bag
module 2 are shorted to each other.

. Visually check the wiring harness

. Replace front passenger air bag module.

connections.

{Before disposing of it, it must be
deployed.)

. Replace the diagnosis unit. BT
. Replace the main harness.

RS-25
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TROUBLE DIAGNOSES — Supplemental Restraint System (SRS)

Self-diagnosis (Cont'd)

Diagnostic item

Explanation

Repair order
* Recheck SRS at each replacement.

TUNNEI. SENSCR
[OPEN/UPR-VB-SHORT]

e The circuit for the tunnel sensor is open,
or

¢ The wire from the diagnosis unit (terminal
No. 11) to the tunnel sensor is shorted to
some power supply circuit.

TUNNEL SENSOR
[SHORT/UPR-GND-SHORT]

# Both the wires for the tunne! sensor are
shorted, or

@ The wire from the diagnosis unit {terminal
No. 11) to the tunnel sensor is shorted to
ground.

. Visually check the wiring harness connec-

tions.

. Replace the tunnel sensor.

(safing sensor and tunnel sensor unit)

. Replace ihe diagnosis unit.
. Replace the main harness.

CRASH ZONE SEN-CTR
[CPEN/UPR-VB-SHORT]

e The circuit for the crash zone sensor is
open, or

# The wire from the diagnosis unit (terminal
Neo. 17) to the crash zone sensor is shorted
to some power supply circuit.

CRASH ZONE SEN-CTR
[SHORT/UPR-GND-SHORT]

# Both the wires for the crash zone sensor
are shorted, or

e The wire from the diagnosis unit (terminal
No. 17} to the crash zone sensor is shorted
to ground.

. Visually check the wiring harness connec-

tions.

. Replace the crash zone sensor.
. Replace the diagnosis unit.
. Replace the main harness.

DRIVE PRE-TENSION
[DPEN/VB-SHORT]

The circuit for the driver's pre-tensioner is
open or shorted to some power supply cir-
cuit.

DRIVE PRE-TENSION
[GND-SHORT]

The circuit for the driver's pre-tensioner is
shorted to greound.

. Visually check the wiring harness connec-

tions.

. Replace the driver’'s seat belt.

{Before disposing, it must be deactivated.)

. Replace the diagnosis unit.
. Replace the main harness.

ASSIST PRE-TENSION
(OPEN/VB-SHORT]

The circuit for the front passenger pre-ten-
sioner is open or shorted to some power
supply circuit.

ASSIST PRE-TENSION
[GND-SHORT]

The circuit for the front passenger pre-ten-
sioner is shorted to ground.

. Visually check the wiring harness connec-

tions.

. Replace the front passenger seat belt.

(Before disposing, it must be deactivated.)

. Replace the diagnosis unit.
. Replace the main harness.

CONTROL UNIT

The diagnosis unit is out of order.

. Visually check the wiring harness connec-

tions.

. Replace the diagnosis unit.
. Replace the main harness.

INDEFINITE FAILURES
[AIR BAG]

A problem which cannot be specified is
occurring. This is because more than two
paris exceplt seat belt pre-tensioners are out
of order.

. See the SELF-DIAGNOSIS RESULT 2 diag-

nostic item [Initial], then repair as neces-
sary.

. Visually check the wiring harness connec-

tions.

. Replace the diagnosis unit.
. Replace all sensars, spiral cable and air

bag modules and seat beits.

. Replace the main harness.

INDEFINITE FAILURES
[PRE-TENSIONER]

Driver's and front passenger seat belt pre-
tensioners are out of order.

o

. Visually check the wiring harness connec-

tions,

. Replace the driver’'s and front passenger

seat belis.
(Before disposing, they must be deacti-
vated.)

. Replace the diagnosis unit.
. Replace the main harness.

RS-26

853



TROUBLE DIAGNOSES — Supplemental Restraint System (SRS)

Seli-diagnosis (Cont’d)
USING THE WARNING LAMP

A7 // —
= AIR |- ~ SRS self-diagnosis results, excluding seat belt pre-tensioner, &l
-~ BAG |~ can alsa be read by using the “AiR BAG™ warning lamp.
27NN When ‘‘seat belt” warning lamp flashes, check seat belt pre-
| ‘ tensioner system. WA
~ N / Ve o Ty " f
- _ ~~. The “Air bag" warning lamp operates as shown below:
H . f fsal
7T NN When the “AlR BAG" warning lamp is flashing, compare the
flash time to the chart helow.
Door switch 7
SBFS67G L&
How to aliernate self-diagnosis -
L-:@
Furn ignition switch “"ON’",
Then, within 7 seconds, turn B
driver's door switch ON and )
OFF more than 5 times. Present
User »| diagnosis
mode < mode @ﬂ_-.
A Turn ignition switch "ON"".
Then, within 7 seconds, turn T
driver's door switch ON and ‘i\ﬂ‘ﬂ
OFF more than 5 times.
IGN OFF — ON AT
Problem codes are displayed in present diagnosis mode {self-diagnosis results).
. . o Fal
After the malfunctioning parts have been repaired, return the system to the user mode. This wili clear "
the present diagnosis mode information dispiayed as self-diagnosis results.
e AHer repairing malfunctioning part, atlempt to clear self-diagnosis resullis from memory. BA
¢ [f a malfunctioning part is not completely repaired, information stored in memory will not be cleared.
User mode
(D Normal (OFf) No problem
IGN ON
* Light check ST
ON
OFF 7 sec.
SBF298H
i ! The system has a problermn. | 51
@ Maffunction (flashing) Perform self-diagnosis.
RN nnnnnnnnnnnn -
=
QFF
0.5 sec. I [ 0.5 sec. EL
SBF299H
@ Air bag is deployed or diagnosis {control) unit is malfunctioning and continuously sends an "ON'" signal. The system has a problem. oY
ON
OFF —J
SBF284H
854
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TROUBLE DIAGNOSES — Supplemental Restraint System (SRS)

Self-diagnosis (Cont’d)

Present diagnosis mode (Self-diagnosis resulis)

® Malfunction

(@ Start signal; Start signal identifies display modes.

ON

OFF J

3 sec.
Varies with troubled part

@ @ © () @ & © @) (@ through {d) are repeated.

SBF31CH

@ No malfunctioning (or intermittent trouble/repair completion)

o & b & 6 6 6 @& 6 6 6 &6
OFF-‘

3 sec.

2 sec.

WARNING: After the mallunctioning parts have heen repaired, return the system to the user mode,

(@ through @ are repeated.

SBF285H

Self-diagnosis results in Present diagnosis mode can be iden-
tified by number of flashes (d). Refer to Table on next page for

troubled parts.

RS-28
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TROUBLE DIAGNOSES — Supplemental Restraint System (SRS)

Self-diagnosis (Cont’d)
Warning lamp flashing times and repair

P
Warning] Flash code (@) . Repair order <l
Explanaticn
lamp {(# of flashes) * Recheck SRS at each replacement.
0 Normal. The SRS “Air Bag" is in Bl &,
goad order. o
1 The circuit for the safing sensor is 1. Visuatly check the wiring harness connections. =
out of order. 2. Replace the safing sensor.
{safing sensor and tunnel sensor unit)
3. Replace the diagnosis unit. LG
4. Replace the main harness.
2 The circuit for the driver’s air bag 1. Visually check the wiring harness connections. =
module is out of order. 2. Replace the spiral cable. 1o
3. Replace the driver's air bag module.
{Before disposing of it, it must be deployed.) ET
4. Replace the diagnosis unit. -
5. Repiace the main harness.
g' 3 The circuit for the tunnel sensor is 1. Visually check the wiring harness connections. e,
—; out of order. 2. Replace the tunnel sensor.
£ (safing sensor and tunnel sensor unit) o
5 3. Replace the diagnosis unit. T
:3 4. Replace the main harness.
% 6 The circuit for the center crash zone | 1. Visually check the wiring harness connections. i
o sensor is out of order. 2. Replace the center crash zone sensor.
< 3. Replace the diagnosis unit.
i 4, Replace the main harnass. [
7 The diagnosis unit is out of order. 1. Visually check the wiring harness connections.
2. Replace the diagnosis unil. o
3. Replace the main harness. i
8 The circuit for the front passenger 1. Visually check the wiring harness connections.
air bag module is out ot order. 2. Replace the front passenger air bag module. =18
{Before disposing of it, it must be deployed.)
3. Replace the diagnosis unit. i
4. Replace the main harness. &T
2 More than two paris groups are out | 1. Visually check the wiring harness connections.
of order. 2. Replace the diagnosis unit.
3. Replace all sensors, spiral cable and air bag module.
4. Replace the main harness.

RS-29
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TROUBLE DIAGNOSES — Supplemental Restraint System (SRS)

» METER

UP SIDE

3

MBF076B

Diagnostic Procedure 1

SYMPTOM: Warning lamp flashes.

WARNING:
Determine if the flash rate is every 0.5 seconds, or 3 seconds
“ON” and 2 seconds “OFF”,
if every 0.5 seconds, perform self-diagnosis. If 3 seconds “ON”’
and 2 seconds “OFF”’, the system is in Present diagnosis mode,
refer to page RS-24 or RS-27 for instructions.

=Y Connect the CONSULT and oper-
2/ ate it. Refer 1o SELF-DIAGNOSIS

using CONSULT.

OR

2 d

@ Check the warning lamp self-di-

agnosis.

Read the SELF-DIAGNO-
SIS RESULTS {RS-25) and
repair.

hd

Diagnostic Procedure 2
SYMPTOM: Warning lamp does not come on.

Refer to the number of
warning lamp flashes
{RS-29). Repair as neces-
sary.

1. Check the warning lamp fuse.

NG

»

Replace the fuse.

OK

Y

"®

Connect the CONSULT

unit and begin diagnosis.

e Is "AIR BAG' displayed on
the CONSULT screen?

NG

| unit.

Replace the diagnosis

0K
Y
3. Read the SELF-DIAGNOSIS NG | Refer lo SELF-DIAGNOSIS
RESULTS. "] RESULTS and repair.
lOK
4. Check the warning lamp bulb. NG | Replace the warning lamp
lOK | bulb.
5. @ Check the warning lamp har-  |NG | Replace the harness.

ness connection.

LOK

‘®

Replace the diagnosis unit.

RS-30
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TROUBLE DIAGNOSES — Supplemental Restraint System (SRS)

Diagnostic Procedure 3

UP SIDE
ﬁ SYMPTOM: Warning lamp does not go off. @l
1. Is the air bag module deployed? YesL Replace the air bag mod- A
J No ule.
AR BAG ‘ r
2. Check the fuses used for the SRS NG | Replace the fuse. EW
“Air Bag' and ""ROOM LAMP™. T
"PRMp OK L s
L
MBFO778

Connect the CONSULT unit and |NG | Replace the diagnosis

operate it. unit. =

e |s “AIR BAG" displaysd on g
the CONSULT?

vy

Jox FE

Read the SELF-DIAGNOSIS NG‘ Refer to SELF-DIAGNOSIS
RESULTS.”* | RESULTS and repair. CL

OR
Refer to the warning lamp self-
\\ < @ diagnosis.* NG | Refer 1o the warning lamp | [T
SEF799K "| ftashing times and repair
OK as necessary.

¥ AT

5, @ Check the harness connection NG‘ Replace the harness. '

between the warning lamp and
the control unit.

oK

v

6. .ﬁ?‘ Repface the diagnosis unit.

E

&>

[=ls]

* Recheck SRS after each replacement.

ST

Collision Diagnosis

To repair the SRS “AIR BAG", perform the following steps.
When air bag deploys in a collision:
@ Replace the diagnosis unit.
@ Remove the air bag module. B
@ Check the SRS compaonents using the table shown below: BT
e If any damage is visible (such as dents, ¢cracks or deformation), replace the damaged component.
@ Conduct self-diagnosis using CONSULT or “AlIR BAG"” warning lamp. Ensure the entire SRS oper-
ates properly except open circuits of air bag module and seat belt pre-tensioners.
® Install new air bag medule and seat belt pre-tensioners.
® Conduct self-diagnosis again. L
When air bag does not deploy in a collision: -
@ Check the SRS components using the table shown below:
e If any damage is visible (such as dents, cracks or deformation), replace the damaged component. [[J
@ Conduct sel-diagnosis using CONSULT or "AIR BAG" warning lamp to ensure entire SRS operates
properly.
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TROUBLE DIAGNOSES — Supplemental Restraint System (SRS)

SRS inspection

Collision Diagnosis (Cont'd)

Part Air bag Air bag did NOT deploy
deployed
Air bag module REPLACE 1. Remove air bag module. Check harness cover and conneciors for damage, termi-

(driver and pas-
senger side)

install with new
bolts.

nals for deformities, and harness for binding.

. Install air bag module into the steering wheel to check fit and alignment with the

wheel.

3. No damage found, reinstall with new bolts.
4. If damaged—REPLACE. Air bag must be deployed before discarding.
Instrument panel | REPLACE 1. Check instrument pane! for bending, deformities, or cracks.
Install with new 2. If no damage is found, reinstall with new bolts.
bolts. 3. If damaged—REPLACE.
Seat belt pre- REPLACE 1. Remove seat belt pre-tensioners.

tensioner
assembly

Install with new
bolis.

Check harness cover and connectors for damage, terminals for deformities, and
harness for binding.

. Check belis for damage and anchors for loose mounting.
. Check retractor for smooth operation.

. If no damage is found, reinstall with new bolis.

. if damaged-—REPLACE.

Diagnosis unit

REPLACE
Install with new
boits.

L A =01 AW N

. Check case and bracket for dents, cracks or deformities.

. Check connectors for damage, and terminals for deformities.
. If no damage is found, reinstall with new bolts.

4.

If damaged—REPLACE.

Sensors

. Check body and sensor brackets for deformities or rust.

. Check sensor case for dents, cracks, scratches, deformities or rust.

. Check sensor harness, connector, and terminals for binding, damage, or deformities.
. If no damage is found, reinstall with new bolts,

. If damaged—REFLACE.

Steering wheel

. Check harness (built into steering wheel) and connectars for damage, and terminals for deformities.
. Instalt air bag module to check fit or alignment with steering wheel.

. Check steering wheel for excessive iree play.

. It no damage is found, reinstall with new bolls.

. If damaged—REPLACE.

Spiral cable

. Visually check lock (engagement) pins and combination swilch for damage.
Check connectors, flat cable and protective tape for damage.

. Check steering wheel for noise, binding or heavy operation.

. if nc damage is found, reinstall with new bolts.

. If damaged—REPLACE.

Harness and
Connectors

SRS harness.

Check connectors for poor connection, damage, and terminals for deformities.

. Check harness for binding, chafing, cuts, or deformities.

. If no damage is found, reinstall the harness and connectors.

. Damaged—REPLACE damaged section of harness. Do not attempt to repair, splice or modify any

RS-32
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